Desktop Compact Colour
Scanner
KV-S1026C
Workgroup Scanner / 30 ppm

KEY FEATURES
• 30 ppm / 60 ipm scan speed in Black&White

• 3 customisable keys to scan directly to pre-registered destinations

• Duplex colour scanning - Business card to A4 size

• Daily Duty Cycle : 3,000 pages

• 50-sheet ADF

30 ppm / 60 ipm scan speed in Black&White
Duplex colour scanning - Business card to A4 size
50-sheet ADF
3 customisable keys to scan directly to pre-registered destinations
Scans very thin paper from 20 to 209 g/m2
Mixed document and multiple hard cards feeding
Advanced image processing and reliable paper feed mechanism
Daily Duty Cycle : 3000 pages

The KV-S1026C will fit in most front-office environment and is aimed to meet specific business needs within healthcare and banking for example. It offers an
abundance of unique features including the ‘Double Feed Skip’ button which enables the scanning of envelopes and pages with sticky notes, whilst
scanning at a speed of up to 30 pages per minute in black and white. It is designed for scanning of letters, invoices, delivery notes, patient accounts or
business cards.
In the healthcare environment, the KV-S1026C is ideal as it allows for the scanning of a variety of documents; from identity cards to test results such as
electrocardiograms, as it is able to scan papers as thin as 20 g/ m² as well as embossed cards. The KV-S1026C also meets banking needs through its
ability to collate documents within customer information files including ID, documentary proof, loan contracts and legal documents.
The KV-S1026C is equiped with three “One Touch Scanning” buttons, designed to enable users to set-up three sets of instructions each of which will
correlate to a button, resulting in the document scanned being saved in a specific folder, or sent to a pre-set email. This set-up saves time and enables
administrative personnel to use the scanner without difficulty.
The KV-1026C is delivered with Image Capture Plus; an application that transfers image data scanned by a scanner to a PC in the form of an image file.
This software allows you to edit scanned pages intuitively using thumbnail images. It also lets you make various settings to facilitate complex scanning
processes including automatic image orientation, blank page removal and automatic crop.

SPECIFICATIONS
Scanning Face

Duplex

Scanning Method

Colour CIS (600 dpi)

Scan Background Color

Black

Automatic Detection

Ultrasonic double-feed detection

Compression

JPEG (Colour, greyscale)

Tonal Gradation

Binary, Greyscale, Colour, MultiStream (Binary & Greyscale, Binary & Colour)

Binary Mode Halftone

Dither, Error diffusion

Image Control

Automatic Binary/Color Distinction, Multi Color Drop Out, Blank Page Removal,
Double Exposure, Smooth Background, Automatic Cropping, De-skewing, Dynamic
Threshold, White Level From Paper, Image Emphasis (5 steps), Gamma Correction,
Automatic Separation, Noise Reduction, Shadow Removal, Mirror Image,
Monochrome Reversing, 2-Page Separation and much more.

Other Functions

Zone OCR (a function of the Image Capture Plus software that adds characters from
the document to the output file name), Separation sheet, Single Touch Scan, Skip
key

Documents (Paper)

Size: 48 mm x 70 mm (1.9 in. x 2.8 in.) - 216 mm x 2540 mm (8.5 in. x 100 in.),
Weight*2: 20 g/m2 - 209 g/m2 (5.4 lbs. - 55 lbs.)

Documents (Card)

Size: 85.6 mm x 54 mm (3.4 in. x 2.1 in.) (ISO 7810 ID-1), Thickness: 0.76 mm (0.03
in.) in thickness + embossing

Feed Tray Capacity

Up to 50 sheets (80 g/m2, 20 lbs.), 3 hard cards (ISO 7810 ID-1)

Supported Operating System

Windows XP SP3 or later (32-bit), Windows Vista SP2 or later (32/64-bit), Windows 7
and Windows 8 (32/64-bit), Windows 10 (32 / 64-bit)

Computer Interface

USB 2.0

External Dimensions (W x D x H)

303 x 177 x 137 mm (11.9 x 7 x 5.4 in.) (without the feed tray)

Weight

2.7 kg (5.9 lbs.)

Power Requirement

AC 100 V - 240 V, 50 / 60 Hz

Power Consumption

Scanning: 17 W or less , Idle mode: 4.5 W or less, Sleep mode: 1.6 W or less, Power
off: 0.3 W or less

Operating Environment

10 - 35 C (50 - 95 F), 20 - 80 % RH

Storage Environment

0 - 40 C (32 - 104 F), 10 - 80 % RH

Accessories

CD-ROM (Drivers and Utilities for Windows / Manuals), Safety Guide, Quick
Reference Guide, Mixed batch card guide, AC adapter & Power cord, USB cable

Roller Exchange Kit

KV-SS058 (Double feed prevention roller x 1, Paper feed roller x 1)

Roller Cleaning Paper

KV-SS03

Imprinter Unit

-

Ink Cartridge

-

Optional Flatbed Scanner

KV-SS081*4

Footnote

*1 The scanning speed is as determined by Panasonic methods of speed
measurement. The scanning speed differs depending on the host computer, the
operating system, the application, the measuring method, the quantity of data in the
image and the paper type. *2 "Weight in pounds" of paper represents the weight of
500 sheets (432 x 559 mm / 17 x 22 in.) *4 KV-SS081 is not available for certain
countries. Please contact our dealer and confirm the availability.

Scanning Speed

Simplex: Up to 30 ppm*1, Duplex: Up to 60 ipm*1
(Binary, A4 size, 200 dpi)
Simplex: Up to 20 ppm*1, Duplex: Up to 40 ipm*1
(Color, A4 size, 200 dpi)

Scanning Resolution

URL: https://business.panasonic.se/communication-solutions/kv-s1026c

[ICP, TWAIN] 50 - 600 dpi (1 dpi step), [ISIS] 100 - 600 dpi (1 dpi step)

Powered by TCPDF (www.tcpdf.org)

CONTACT
Web: https://business.panasonic.se/communication-solutions/contact-us

